19980525.ba v02_n066.bam.980525 v02_n067.bam.980525

>From ???@??? Mon May 25 16:06:27 1998
Message-Id: <199805251733.MAA13960@sco.theporch.com>
Date: Mon, 25 May 1998 12:31:33 CDT
Subject: BOATANCHORS digest 2066

			    BOATANCHORS Digest 2066

Topics covered in this issue include:

  1) RE: Navy OE-12
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
  2) Re: Engraved Letters Paint Filler
	by "Larry" <rau@wco.com>
  3) Re: cleanup: wax pencil vs. crackle paint?
	by "Larry" <rau@wco.com>
  4) AVO Meter
	by Marty Raine <mraine@compusmart.ab.ca>
  5) Re: AVO 8 Mk III
	by Richard Loken <richardlo@devax.admin.athabascau.ca>
  6) Re: AVO 8 Mk III
	by "M. Bruno" <spin@inrete.it>
  7) RCA K19
	by provero@connix.com
  8) Spring cleaning
	by Brian.Harris@sv.sc.philips.com (Brian Harris)
  9) British Loudspeaker info needed.
	by Bob Roehrig <broehrig@admin.aurora.edu>
 10) KWM 2 MOBILE BRACKET
	by shep shepard <shep@northlink.com>
 11) Re: Engraved Letters Paint Filler
	by "Larry Johnson" <k5yf@wt.net>
 12) WTB: 75A-2 parts
	by Joe Eide <jeide@execpc.com>
 13) globe scout 680 wiring
	by Steve Lords <sklords@sprynet.com>
 14) need capacitors
	by Steve Lords <sklords@sprynet.com>
 15) Weird tube found
	by William Donzelli <william@ans.net>
 16) Linearity?
	by "Robert Nickels" <ranickel@mwci.net>
 17) MZ-2, MRC-7A USMC radio jeep info needed
	by Paul Thekan <Paul.Thekan@eimac.cpii.com>
 18) RE: RAK/RAL THREAD
	by William Donzelli <william@ans.net>
 19) FS: B&W 5100 & NC-240D W/Matching Spkr
	by joelutz@juno.com (Joseph W Lutz)
 20) Re: Engraved Letters Paint Filler
	by "Larry Johnson" <k5yf@wt.net>
 21) RE:  - - FS: B&W 5100 & NC-240D W/Matching Spkr
	by joelutz@juno.com (Joseph W Lutz)
 22) 2 Meter Band Plan
	by George Humphrey <gah@koyote.com>
 23) free TBS-50
	by Brian.Harris@sv.sc.philips.com (Brian Harris)
 24) beware of ac plug
	by Steve Lords <sklords@sprynet.com>
 25) Re: isolantite?
	by "Steve" <scb@mail.internettport.net>
 26) ?PA tank coil/bandswitch question?
	by Phil Mills <pmills@a.crl.com>
 27) Antenna for AN/GRR 5?
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 28) Re: Engraved Letters Paint Filler
	by "Roberta J. Barmore" <rbarmore@indy.net>
 29) Re: Engraved Letters Paint Filler
	by Mike <ac5p@ionet.net>
 30) Re: need capacitors
	by "Larry" <rau@wco.com>
 31) Re: 1 more-Engraved Letters Paint Filler
	by Al Parker <anchor@coastalnet.com>

----------------------------------------------------------------------
Date: Sun, 24 May 1998 13:08:18 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: RE: Navy OE-12
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805241308_MC2-3E03-DAED@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Gary/Group

The manuals that I have on OE-12 (three each), NAVSHIPS 900,260, are date=
d
07/27/44.  If no one else wants it, I'll bid $25 over shipping.  If someo=
ne
else really wants it, one or two of the manuals are available.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Message-Id: <199805241712.KAA19971@shell.wco.com>
From: "Larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Date: Sun, 24 May 1998 10:05:39 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

product sold by Antique Electronic Supply in Tempe Ariz perhaps.. made for
this purpose.. avalailable in gold and white red and black , called "
Laquer Stik", wipe on paint stick:   price between $ 1.50 for white to $
2.95
for gold...

White part number is S-F229  page 35  of the 1998 catalog...

toll free fax only...800-706-6789

nice folks

W6WUH 

------------------------------
Message-Id: <199805241714.KAA20439@shell.wco.com>
From: "Larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: cleanup: wax pencil vs. crackle paint?
Date: Sun, 24 May 1998 10:08:04 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

kerosene is a solvent for wax...I believe

W6WUH

------------------------------
Message-ID: <35686CC3.55D6@compusmart.ab.ca>
Date: Sun, 24 May 1998 11:53:56 -0700
From: Marty Raine <mraine@compusmart.ab.ca>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
Subject: AVO Meter
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Ha, I was standing to your left when you were putting the meter in a bag
to carry out. I also looked at it but hesitated...too long!
Guess us BA folks in Alberta should adopt the BA insignia on BB caps so
we know who else is around. Would have been nice to have met you.
Next time.

Marty
VE6TS
BA & CCA
(retired from the broadcast business)

------------------------------
Date: Sun, 24 May 1998 13:01:02 -0600 (MDT)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
Subject: Re: AVO 8 Mk III
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>,
        ~richardlo@devax.admin.athabascau.ca
Message-id: 
 <Pine.PMDF.3.95.980524125830.541167236B-100000@devax.admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Sun, 24 May 1998, Andre Guibert wrote:

> >>	is AVO still in business?
> >>	does the AVO 8 have a manual worth reading?

>         1- Try your friendly Schlumberger rep.
>         2- The manual is written in London`s English, our colonial
>            English is slightly different.

Merci Andre and not to worry, my English is more colonial than the avarage
Albertan is accustomed to.
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
Message-Id: <3.0.3.32.19980524212706.01226108@mailer.inrete.it>
Date: Sun, 24 May 1998 21:27:06 +0100
To: Old Tube Radios <boatanchors@theporch.com>
From: "M. Bruno" <spin@inrete.it>
Subject: Re: AVO 8 Mk III
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 22.48 23/05/98 -0600, Richard wrote:
>I picked up a complete AVO 8 at the local hamfest for $25.00 including the 
>leather case and it even has a good 15V battery.  This meter is in much
better
>shape than my Simpson 260 which has done yoeman service for 10 years and will
>go into honorable retirement.
>
>I used AVO 8's when I was in technical school in 1969 and haven't seen one 
>since - I am feeling really smug.
>
>Questions:
>
>	is AVO still in business?
>	does the AVO 8 have a manual worth reading?
>	can new probes be had?  (not to worry, they also accept banana plugs)
>	can the 15V batteries still be obtained?
>

Hi all,

AVO is still in businness. It is located just on the west side of Dover city.
The AVO 8 is still on sale, from the last Farnell catalogue at something
around US$ 800 (excluding the leather case, I think !)

I think they may deliver new cables, too. No idea about 15 V elements,
anyway I have a few.

About the London English I agree with Andre Guibert ... HI ...

Also agree about the AVO CT.160 tube testers. Now rare to find, and
the price here in Italy would be around US$ 300 or even more.


Marco Bruno - IK1ODO
spin@inrete.it

------------------------------
From: provero@connix.com
Message-Id: <199805242007.QAA01857@comet.connix.com>
Date: Sun, 24 May 98 16:04:43 -0400
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RCA K19

Aaaargh, it *is* a disease.  Sign me up for the 12-step
program.

Adopted an RCA 19K (AM, plus 1.6-4.0 and 5.5-18 MHz) over
the weekend, at my wife's suggestion.  And I thought she
*hated* old radios.

Putting the broken glass back together, cleaning, etc.
Anyone have a schematic?

P.J. "Josh" Rovero      home:   provero@connix.com
Meteorologist          radio:   KK1D
Oceanographer           work:   rovero@sonalysts.com           
Curmudgeon-at-Large      web:   http://www.connix.com/~provero/
    

------------------------------
Mime-Version: 1.0
Date: Sun, 24 May 1998 16:14:00 -0700
Message-ID: <000A6813.1914@svlima.sv.sc.philips.com>
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
Subject: Spring cleaning
To: Old Tube Radios <boatanchors@theporch.com>
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit
Content-Description: cc:Mail note part

Stuff acquired at Dayton tripped the overload warning so the following items are
for sale.  Shipping from 75080 (Richardson, Texas) is not included.  Anything 
not sold here goes to HamCom if you want to save shipping.    

1.  National NC-300 - electrical condition unknown (power transformer is good) -
missing 5Y3, 4H4 and mode knob - front panel has minor scratches - cabinet needs
repainting - missing stainless steel trim strips and small strips that go 
between the front panel and the chrome nuts that hold it into the cabinet - copy
of manual included - $80 

2.  Hallicrafters S-20R - electrical condition unknown - outside it's an 8-9 - 
the top side of the chassis has some rust - copy of manual included - $60  

3.  Hallicrafters S-22 Skyrider Marine (rare) - electrical condition unknown - 
the cabinet has repainted poorly - the insides are rusty - the frequency dial is
terribly oxidized and some of the scales are unreadable - correct knobs - $40

4.  Hallicrafters HT-40 - late model with two lamps - electrical condition 
unknown - front panel is a 7-8 - cabinet needs repainting - copy of manual 
included - $50

5.  National NC-88 - electrical condition unknown but it worked the last the 
previous owner used it - this unit is an 8.5 - $80

6.  National NC-173 - this unit has been recapped and works well - it can be 
seen on the front cover of February 1996 Electric Radio - the cabinet has some 
missing paint and resultant rust on the top left corner - copy of manual 
included - $125

7.  National NCX-3 - electrical condition unknown, cosmetically it's a 7 - copy 
of manual included - $30

8.  Tektronix 545 scope - kind of works but probably needs recapping, includes 
three plug-ins (53D/54D, L, CA) - no manual - $50 

9.  Heathkit HW-2060A Antenna Tuner - perfect condition electrically and 
cosmetically - original manual included - $250

10. Hickok Oscilloscope - works - no manual - $15

73, Brian Harris WA5UEK 'The Cosmophone Collector'

------------------------------
Date: Sun, 24 May 1998 16:40:52 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: British Loudspeaker info needed.
Message-ID: <Pine.ULT.3.96.980524163935.8086B-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


If anyone has any info on the Tannoy LSU/HF/15L pse contact me direct.

                    "Nostalgia is a thing of the past"
        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-5530

------------------------------
Date: Sun, 24 May 1998 15:17:25 -0700 (MST)
Message-Id: <199805242217.PAA26886@smtp.northlink.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: shep shepard <shep@northlink.com>
Subject: KWM 2 MOBILE BRACKET

Am looking for a KWM 2 Mobile mounting bracket. Or a KWM 2  Shock mount bracket.

Shep AA7MH

------------------------------
Message-ID: <000a01bd8763$89c45760$de14ecd0@k5yf>
From: "Larry Johnson" <k5yf@wt.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Date: Sun, 24 May 1998 22:30:20 -0000
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

The lacquer sticks are rather hard, you need to rub them on a piece of wood
to soften them up first. This prevents scratching of the paint or plastic
around the letter you are trying to fill. As an alternative, check at your
local office supply, typewriter repair shop, or whatever for a china marker
pencil if you need white (haven't seen them in other colors). These look
like the erasers we used to use which were wrapped in a spiral of paper and
you pulled the string to expose the end. Only instead of rubber eraser, it's
the white china marker. These are softer than the lacquer sticks and work
the same way. Personally, I prefer these to the lacquer sticks if I'm doing
white, have used it a bunch of times, and never had any problems.


Larry Johnson, K5YF
Houston, Texas  USA
e-mail: k5yf@wt.net



-----Original Message-----
From: Larry <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors <boatanchors@theporch.com>
Date: Sunday, May 24, 1998 17:14
Subject: Re: Engraved Letters Paint Filler


>product sold by Antique Electronic Supply in Tempe Ariz perhaps.. made for
>this purpose.. avalailable in gold and white red and black , called "
>Laquer Stik", wipe on paint stick:   price between $ 1.50 for white to $
>2.95
>for gold...
>
>White part number is S-F229  page 35  of the 1998 catalog...
>
>toll free fax only...800-706-6789
>
>nice folks
>
>W6WUH
>

------------------------------
Message-ID: <3568A240.24E60038@execpc.com>
Date: Sun, 24 May 1998 17:42:08 -0500
From: Joe Eide <jeide@execpc.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Boatanchors <boatanchors@theporch.com>
Subject: WTB: 75A-2 parts
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I am looking for the following original parts for a 75A-2 that I am
refurbishing:

Volume control,    Limiter switch,    Winged Emblem,    Cabinet.

Thanks for reading this .. Joe Eide - KB9R

------------------------------
Message-ID: <3568A716.DAC83523@sprynet.com>
Date: Sun, 24 May 1998 17:02:46 -0600
From: Steve Lords <sklords@sprynet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: globe scout 680 wiring
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

greetings
  i recently purchase the above rig and when
i took off the cabinet i noticed one of the wires on
the power transformer had a knot tied in it and
it was flapping in the breeze,,according to the schmatic
only 9 wires are used,,i ohmed out the wire to other wires
on the transformer thinking it was a center tap to the 5 volt winding
because if the color,(it's hard to tell color winding on these old
radios)
no luck anybody know what this wire is for???  any ideas??
 need to recap power supply first before i get brave and apply power.
thanks
steve
wa7isl :)

------------------------------
Message-ID: <3568A9AE.F392E974@sprynet.com>
Date: Sun, 24 May 1998 17:13:50 -0600
From: Steve Lords <sklords@sprynet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: need capacitors
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

looking for the following electrolytic caps
for recaping a globe scout 680
2 ea 12 mfd @ 700 vdc
checked AES's on line catalog and no luck
thanks
steve
wa7isl :-)

------------------------------
Date: Sun, 24 May 1998 19:27:41 -0400 (EDT)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Weird tube found
Message-Id: <Pine.GSO.3.96.980524191728.26697A-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I actually managed to get to a hamfest today, as I was down in the D.C.
area fetching 600 pounds of minicomputer junk, and heard there was a fest
just a bit to the north. Sure enough...

I spent little money (good), but managed to get lots of goodies, including
some tubes. Amongst them is a NIB GE GL-2H21. Yes, the dead-end phase
modulator. I must say that inside it is one of the most bizarre bottles I
have ever seen - very hard to describe. Looks a bit like a miniature
communications satelite...maybe.

Anyway, it has a sticker stating:

      #1979
      3o 60        
      1F 11.5
      2F 50
      NP 14

(the "o" is actually for phase)

Any clues? Does anyone else on the list have one with similar writing?

William Donzelli
william@ans.net 

------------------------------
Message-ID: <011c01bd876c$e1366ca0$518a3ece@default>
From: "Robert Nickels" <ranickel@mwci.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Linearity?
Date: Sun, 24 May 1998 18:32:04 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi All,

I know the HRO-500 is borderline for this group but since my question
concerns parts, and since we all know that "parts is parts"...

Early 500's are filled with .1uf disc ceramics which I am convinced are the
evil descendants of the infamous "black beauty"  (Proof:  the discs are
black, too!)   These discs suffer from purple plague and I had to replace
another one today.  While it's on the bench I thought I'd touch up the VFO
calibration - it's been running about 5 kc off.  The manual says to first
adjust the endpoints, then the linearity.  I thought the linearity might
remain OK, but no dice...

National used a variation on the old BC radio trick - bending the capacitor
plates to adjust the linearity.  In this case, they provided a separate
section with one stator - two rotors which are to be "knifed" or bent to
trim the freq. every 50 khz.  One tip - when National says a "custom tool"
may be required, take them at their word!  After several attempts I got it
right, but got to wondering - what component aging or other effect caused
the drift?  With BA radios, we have the element of heat, absent in the
HRO-500, so why the change over time?

I also had trouble with the trimmer capacitor in the VFO.  It's the ceramic
5-25pf type, but after adjustment the VFO would drift several khz.  It seems
to be sensitive to pressure as well.  Do these ceramic trimmers become
unstable with age, or what is the mechanism behind this?  Can anything be
done to fix it?

It's kind of ironic that a receiver without thermionic elements (unless you
count the dial lamps) still suffers from drift and shorted caps!

73, Bob W9RAN

------------------------------
Date: Sun, 24 May 1998 16:59:39 -0700
Message-Id: <2.2.16.19980524170925.25df1fec@eitel.eimac.cpii.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Paul Thekan <Paul.Thekan@eimac.cpii.com>
Subject: MZ-2, MRC-7A USMC radio jeep info needed

Greetings all
       
             I am trying to help a fellow out who is trying to put together
a USMC radio jeep. The radios used are the TCS. The WW2 version, MZ-2,used a
couple of chests to house the gear and the MRC-7, which appears to be a post
war version uses one large chest to house the sets. I have little info on
these sets and was wondering if there was anyone out there who might have a
manual or information on any of these two sets. The fellow is in need of
finding the chests or if a manual is avaialble with some decent photos of
the chests used and some dimensions of the chest , he could try to fabricate
the chests.
             As always , any help or suggestions are appreciated.

Thankyou
Paul

Paul Thekan - Speaking for Himself
Paul.Thekan@eimac.cpii.com

------------------------------
Date: Sun, 24 May 1998 20:03:48 -0400 (EDT)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: RAK/RAL THREAD
Message-Id: <Pine.GSO.3.96.980524194534.26697D-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

> In the Navy system of nomenclature for electrical 
> and electronic equipment (but not ordnance), a 
> complete set of equipment was identified by two 
> or three letters.

Of course there are exceptions. The first production (not the CXA
series) fire control radars were tagged in the F series. Mk 8s were known
as FHs for some time, but every bit I have ever seen says Mk 8. Mk 4s,
however, were tagged as FDs.

IC (ships telephones, etc.) stuff does not really fall into the system for
our Boatanchors. The same holds true for the Navy aircraft interphones.
Nice and confusing!

> If the letters were followed 
> by a hyphen and a number, it indicated either a 
> modification, a later contract, a different

Sometimes, as with the shipboard and shore transmitters, sets in the same
series can be radically different. If you line up an RCA TAJ-3,
Westinghouse TAJ-5, General Electric TAJ-6, and a Bendix TAJ-8, you would
swear they all came from different planets - the controls are different,
as are the weights, tube line-ups, control units. They are, however, all
big and black! The same holds true for other sets, like the TABs, TBKs,
TBLs, and so on. Even some aircraft sets are this way - General Electric
GO-5s look like airborne TCKs, yet Westinghouse GO-9s look like airborne
TBWs.  

Of course you knew I would have something to say about this.

William Donzelli
william@ans.net

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sun, 24 May 1998 20:30:39 UTC
Subject: FS: B&W 5100 & NC-240D W/Matching Spkr
Message-ID: <19980524.203042.3414.1.JOELUTZ@juno.com>
From: joelutz@juno.com (Joseph W Lutz)

Hi all,

   This past week I picked up [UGH!] some heavy iron.  Got a station that
was once the primary station of a now silent key.  Anyone familar with
the 5100 will understand why I would prefer that this would be P/U only -
do believe shipping would really be high.  Could also meet with a 50 mile
radius.  There are two other options, one being that I may possibly be
able to bring it to the Manassas Va ham fest next month, or put it in the
Blazer and bring it up to Pa [Greensburg area] the next time the wife
wants to visit her folks. [Or maybe something else can be worked out] -
so without further ado:

B&W 5100  - 80-10 meters - CW/AM - [SSB with 51SB gen].  150W/CW,
135W/AM.
                        Appearance is Good and would clean up to Very
Good.  Has dowkey                         antenna relay mounted on upper
rear of the xmtr.  Untested.             
		       $260.00 - packing/shipping extra if required.

National NC-240D W/Matching Speaker - 10 bands: 80, 40, 20 and 10 mtr ham
                        bands, 6 general coverage .49-10mhz.  Appearance
on receiver is
	     Good and could be made excellent by repainting front plate
[lower 
                        right hand of unit has rust area where paint only
was affected].  The
                        The speaker is Good to Very Good, could possible
clean up to Exec.
	                          $300.00 - packing/shipping extra if
required.

Would like to sell the above as a package if possible.  If the unit[s]
are picked up, or delivered locally, a number of [home brew] chassis will
be included for free.  These have LARGE transformers on them, [cans
painted, so unable to get any nomeclature off them].  One of the units
have [2] 866A on the chassis.  Another chassis is a GE FM Radio Rcvr MOD
4ER6A3 Freq 40-50 MC.  

Will take $500.00 for the above BA-"Twins" with the freebies thrown in. 
Delivery mode to be determined, as stated above.

------------------------------
Message-ID: <001601bd8784$a85334a0$ec15ecd0@k5yf>
From: "Larry Johnson" <k5yf@wt.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Date: Mon, 25 May 1998 02:27:25 -0000
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Just to clarify in case there is any confusion, the china marker I'm
referring to is indeed called a china marker. It's not a grease pencil. The
material is more like a lacquer stick than a grease pencil. The way I found
out about them is typewriter repairmen used to use them way back when to
fill in the letters on the keys when the paint had worn off.


Larry Johnson, K5YF
Houston, Texas  USA
e-mail: k5yf@wt.net



-----Original Message-----
From: Larry Johnson <k5yf@WT.NET>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors <boatanchors@theporch.com>
Date: Sunday, May 24, 1998 22:31
Subject: Re: Engraved Letters Paint Filler


>The lacquer sticks are rather hard, you need to rub them on a piece of wood
>to soften them up first. This prevents scratching of the paint or plastic
>around the letter you are trying to fill. As an alternative, check at your
>local office supply, typewriter repair shop, or whatever for a china marker
>pencil if you need white (haven't seen them in other colors). These look
>like the erasers we used to use which were wrapped in a spiral of paper and
>you pulled the string to expose the end. Only instead of rubber eraser,
it's
>the white china marker. These are softer than the lacquer sticks and work
>the same way. Personally, I prefer these to the lacquer sticks if I'm doing
>white, have used it a bunch of times, and never had any problems.
>
>
>Larry Johnson, K5YF
>Houston, Texas  USA
>e-mail: k5yf@wt.net
>
>
>
>-----Original Message-----
>From: Larry <rau@wco.com>
>To: Old Tube Radios <boatanchors@theporch.com>
>Cc: boatanchors <boatanchors@theporch.com>
>Date: Sunday, May 24, 1998 17:14
>Subject: Re: Engraved Letters Paint Filler
>
>
>>product sold by Antique Electronic Supply in Tempe Ariz perhaps.. made for
>>this purpose.. avalailable in gold and white red and black , called "
>>Laquer Stik", wipe on paint stick:   price between $ 1.50 for white to $
>>2.95
>>for gold...
>>
>>White part number is S-F229  page 35  of the 1998 catalog...
>>
>>toll free fax only...800-706-6789
>>
>>nice folks
>>
>>W6WUH
>>
>

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 24 May 1998 23:53:14 UTC
Subject: RE:  - - FS: B&W 5100 & NC-240D W/Matching Spkr
Message-ID: <19980524.235355.3430.1.JOELUTZ@juno.com>
From: joelutz@juno.com (Joseph W Lutz)

So sorry - forgot to put signature on end of email - 

50 mile radius of Gordonsville, Va [just north of Charlottesville].


73 de Joe  W7LPF/4  [NNN0KUU]
QWCA - SOWP - NCVA - FISTS - RCC
Gordonsville, Va 22942 [Orange Co]
Wanted:   SB-644[A]

------------------------------
Date: Sun, 24 May 1998 22:56:11 -0500 (CDT)
Message-Id: <199805250356.WAA13406@ns1.koyote.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: George Humphrey <gah@koyote.com>
Subject: 2 Meter Band Plan

BAers,

I am planning a road trip from the Dallas, TX area to Key West, FL. I would
like to take a Heath Twoer along and try to find some other AM nuts plus try
to work the newer ICOM on FM and pick up new states and counties. Can
someone provide me the acceptable 2 Meter band plan to use for direct, non
repeater FM and possible AM frequencies that may be used without causing any
problems along the way? I am familiar with the bad press the Twoer has and
don't want to interfere with others. Please answer to my e-mail address and
please don't refer me to a web page as I am only on e-mail at this time.

73s George KC5WBV
gah@koyote.com

------------------------------
Mime-Version: 1.0
Date: Sun, 24 May 1998 23:09:41 -0700
Message-ID: <000A69E1.1914@svlima.sv.sc.philips.com>
From: Brian.Harris@sv.sc.philips.com (Brian Harris)
Subject: free TBS-50
To: Old Tube Radios <boatanchors@theporch.com>
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit
Content-Description: cc:Mail note part

In my continuing effort to reduce, I will give away an extremely rusty TBS-50D 
that has had its speech amplifier and modulation transformer removed, along with
the tubes and the drive potentiometer.  The meter, however is good.  With a 
little work, an 807 and a couple of 6AQ5's and you'll have a fine CW rig.

Rules of Ware apply.  If the rig will be used by a beginning ham, I'll even pay 
the shipping (lower`48).  Otherwise it shouldn't amount to over $10 from 75080.

Brian Harris WA5UEK
Plano, Texas  

 

------------------------------
Message-ID: <3568F616.CD7B098A@sprynet.com>
Date: Sun, 24 May 1998 22:39:50 -0600
From: Steve Lords <sklords@sprynet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: beware of ac plug
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

just started going thru another old "BA"
this one had the plug changed over to a 3 prong type.
ohmed it out and found out the ground
wasnt hooked up and the power switch was
turning the neutral on and off and leaving the hot on.
i always check the ac wiring before i plug any of these old radios in,,
even if the person i got it from says its been working for years.
this is the way this radio was....
just a word to the wise........
thanks
steve
wa7isl :-)

------------------------------
Message-Id: <199805250502.AAA06437@loki.internettport.net>
From: "Steve" <scb@mail.internettport.net>
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sun, 24 May 1998 23:49:53 +0000
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: Re: isolantite?
CC: Boatanchors@theporch.com

Greetings;
   As per the beginnings of the use of Isolantite,one of my first antique 
radio finds was a mid '20s tip seal short tubular DeForest audion 
DV-2( or 3?) with a porcelain base marked "ISOLANTITE". Thought surely 
someone else would have mentioned DeForests trademarked use of it 
this early on.
  Regards; Steve Bringhurst

------------------------------
Message-Id: <3.0.1.32.19980525080159.00688bc4@a.crl.com>
Date: Mon, 25 May 1998 08:01:59 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Phil Mills <pmills@a.crl.com>
Subject: ?PA tank coil/bandswitch question?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Well, in doing some testing on my Globe Champion 300 restoration project
on 80 meters, I burned up the bandswitch in the PA compartment again.  The
contacts burned away between the 11 and 10 meter positions.  These were
the contacts that were burned out previously that I replaced.  Now, I wonder
why this happened since I was in the 80 meter position and was *not*
switching bands under load.  Maybe there was some carbon track left from
the earlier failure....anyway, I have some questions.

Just how much potential power is there in this situation where there is
only one turn of the tank coil between the contacts at the 11 and 10
meter positions?  In this case, the metal contacts were completely
melted away.

Is there more potential power at one "end" of the tank coil versus 
another?  The reason I ask this idiot question is that there are a lot
more turns between the 80 and 40 meter positions and there is no
problem between those contacts, or between the 40 and 20 meter position, etc.

I guess I can see why high power amps use really big switches....

thanks & 73,
Phil

Phil Mills	AB5TH
pmills@a.crl.com
Friendswood, TX

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: Antenna for AN/GRR 5?
Message-Id: <1998May25.104424-0500@spike.vuse.vanderbilt.edu>
Date: 25 May 1998 10:44:23 -0500
MIME-Version: 1.0

I have been informed that the proper antenna masts for my AN/GRR5
(R-174) are MS116, 117 and 118.  Do I need a base of some kind?

			73		A. B. Bonds

------------------------------
Date: Mon, 25 May 1998 11:16:51 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Message-ID: <Pine.SUN.3.96.980525110422.23005B-100000@indy3>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hi!

On Sun, 24 May 1998, Larry Johnson wrote:
> The lacquer sticks are rather hard, you need to rub them on a piece of wood
> to soften them up first. This prevents scratching of the paint or plastic
> around the letter you are trying to fill. As an alternative [...] a 
> china marker pencil [...]

   Well, here's the thing: lacquer sticks eventually set up like paint, or
almost like paint.  Any part of 'em exposed to air *will* harden.  This is
a good thing on a dial scale, not so good when you want to fill the dial
scale; but shaving 1/16" or less from the end of the lacquer stick will
expose the soft insides.
   It is often best to rub the stuff on and give it awhile to start
setting up before attempting to remove the excess.  Use cloth or paper
with little or no "nap," to avoid scrubbing out the engraved markings just
filled.  Sometimes several layers must be applied over the course of
several days.

   China markers don't seem to set up quite as much, and the wax softens
with heat.  So for some applications, they don't work as well.  On the
other hand, they are of smaller diameter and easier to work with.  (Just
don't do as I once did--used *crayon* to fill engraved markings on some
illuminated push-button switches.  Left the most interesting marks on the
operator's fingertips!) 
   China markers are available in black, white, and red at least; maybe
other colors, too.

   On metal dials, I have more than once found myself using black model
paint instead of either of the scribble-on methods.  Trickier to do (you
have to judge the proper drying time before removing excess) but it is
very durable, immune to normal operating temps, and looks good.  On
plastic it is not such a good idea; if you wait too long and have to use
solvent to remove the excess, you run the risk of harming the plastic. 

   73,
   --Bobbi

------------------------------
Date: Mon, 25 May 1998 11:31:11 -0500 (CDT)
Message-Id: <199805251631.LAA25789@ultrac30.ionet.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Mike <ac5p@ionet.net>
Subject: Re: Engraved Letters Paint Filler

Another alternative I have found to work well is "Liquid Paper" correction
fluid.  Just brush it into the engravings and wipe off the excess before it
dries.  It stays white and bright. 
Mike ac5p 

------------------------------
Message-Id: <199805251715.KAA18317@shell.wco.com>
From: "Larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: need capacitors
Date: Mon, 25 May 1998 10:08:35 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

22 ufd or 33ufd  @  450 vdc "jap caps" ( NTE, Nichicon etc ) are very
common.. and cheap..

put two in series.. for half the capacity and more than the voltage rating
you need.... leave the old ones in for looks...but disconnect them

total cost  for 4 caps : $ 6 or $ 7   max. maybe as little as 
$3.50

W6WUH

------------------------------
Message-Id: <3.0.5.32.19980525113240.007c9da0@mail1.coastalnet.com>
Date: Mon, 25 May 1998 11:32:40 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Al Parker <anchor@coastalnet.com>
Subject: Re: 1 more-Engraved Letters Paint Filler
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Tnx Bobbi & Mike for your notes.  I had forgotten (not unusual lately), I
had used Liquid Paper some years ago.  Thought laquer stick might be
good/better, but appreciate Bobbi's notes.  I spent some time looking thru
office supply stores last winter for what I finally found - "Quick Dry
Opaque White Ink - Permanent" by Pen-Touch.  I thought Pentel sold the
same.  This has an applicator with a 1.0 mm "fine point" tip.  This isn't
quite fine enuf, but usable.  It takes care to judge the right dryness b4
removing the excess.  I did some Dakaware knobs on the R388 & HQ170 after I
finally found the stuff.
I also have used white model paint and very fine brush.  Also, for other
areas, flat black model paint does good touch up with fine brush to fill in
cracks, etc.

73, 
Al, W8UT
BOATANCHORS Enjoyed Here
anchor@coastalnet.com
New Bern, NC

------------------------------

End of BOATANCHORS Digest 2066
******************************


>From ???@??? Tue May 26 01:44:28 1998
Message-Id: <199805260228.VAA01794@sco.theporch.com>
Date: Mon, 25 May 1998 21:27:22 CDT
Subject: BOATANCHORS digest 2067

			    BOATANCHORS Digest 2067

Topics covered in this issue include:

  1) Re: Pre-war BBC TV presenters
	by midshires@cix.co.uk (Andrew Emmerson)
  2) CATHODIC TRIVIA
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
  3) Re: beware of ac plug
	by "Larry" <rau@wco.com>
  4) Re: Engraved Letters Paint Filler
	by "Arden Allen" <gumbear@pacbell.net>
  5) Re: 2 Meter Band Plan
	by "Larry" <rau@wco.com>
  6) Re: Antenna for AN/GRR 5?
	by Al Klase <skywaves@bw.webex.net>
  7) Paddle Key Question?
	by Mike <ac5p@ionet.net>
  8) DurHamFest
	by "Rhett T. George" <rtg@ee.duke.edu>
  9) Antenna for AN/GRR-5
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 10) Re: beware of ac plug
	by ail0@lehigh.edu (ARTHUR I. LARKY)
 11) RE: RAK/RAL THREAD
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 12) MZ-2, MRC-7A
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 13) Hallicrafters
	by "Walter Fairclough" <wfairclo@netcom.ca>
 14) Re: need capacitors
	by John Shriver <jas@shiva.com>
 15) BA sites in California
	by Morris Odell <morriso@vifp.monash.edu.au>
 16) SP-210LX, GRR-5 items wanted
	by Tom Norris <badger@telalink.net>
 17) Help please: Invader 2000
	by Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
 18) Copy of: MZ-2, MRC-7A
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 19) Copy of: Antenna for AN/GRR-5
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 20) Copy of: RE: RAK/RAL THREAD
	by "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
 21) Marconi CH25(Lon)
	by Andre Guibert <aguibert@sympatico.ca>
 22) Sale
	by Sandra L Knepper <slkst29+@pitt.edu>
 23) Re: need capacitors
	by Steve Lords <sklords@sprynet.com>
 24) Re: Engraved Letters Paint Filler
	by Eugene Rippen <soundval@foothill.net>
 25) A Hallicrafters SR-46A
	by MNHopkins <MNHopkins@aol.com>
 26) ID Speaker in ER
	by kb5wwo@juno.com (George T Folse)
 27) Capacitor Markings
	by Dick Dillman <ddillman@igc.apc.org>
 28) Scrapping some Navy stuff
	by William Donzelli <william@ans.net>
 29) Wtd: Knight R55 Manual
	by rlahlum@juno.com
 30) Re: Capacitor Markings
	by Ethan <ethan@olywa.net>

----------------------------------------------------------------------
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 25 May 1998 19:00 +0100 (BST)
From: midshires@cix.co.uk (Andrew Emmerson)
Subject: Re: Pre-war BBC TV presenters
To: Old Tube Radios <boatanchors@theporch.com>
CC: midshires@cix.co.uk
Message-Id: <memo.19980525190049.43923A@midshires.compulink.co.uk>

The two presenters before the war were Elisabeth Cowell and Jasmine Bligh.
 The latter did re-open television after the war in 1946 but was not seen
much after that; Elisabeth Cowell pursued other interests. The new
postwar hostess was Sylvia Peters, who excelled the other two and is still
just as lovely. In 1996 she came to the 60th anniversary party for
television at the Alexandra Palace studios where she had worked all those
years beforehand. There are plans to turn these studios into a television
museum but they are not progressing well, owing to lack of funds and
disagreement in the group responsible.

73,
Andy G8PTH
Editor, 405 Alive magazine, the world's only magazine devoted to
keeping  old television and televisions alive.

Andrew Emmerson/Midshires Mediatech/405 Alive
tel: 07000-405625, international +44 1604-844130
fax: 01604-821647, international +44 1604-821647

------------------------------
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit
Date: Mon, 25 May 1998 16:04:19 -0400 (EDT)
Subject: CATHODIC TRIVIA
To: Old Tube Radios <boatanchors@theporch.com>
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
Message-ID:  <9805251604.aa06420@pcusa01.ecunet.org>

To: boatanchors@theporch.com

Ok, all you filamentarian trivia phreaks, what's a:

1)  monoscope
2)  phasmajector
3)  monotron

No, #2 has nothing to do with Viagra!

 -John Sehring (written on Sat, May 23, 1998 at Custer, SD) UCC WB2EQG

------------------------------
Message-Id: <199805252008.NAA26165@shell.wco.com>
From: "Larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: beware of ac plug
Date: Mon, 25 May 1998 13:01:24 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

too often even if the  3 prong plug on the radio is wired right.. some fool
has reversed the hot and neutral when the outlet was wired up...

So, it's best to check this out with a neon test light...using the ground
as a point of reference...
ground to neutral = no light   
 ground to hot = light... 

when I  have two wire cords with non polarized plugs.. i put a white dot (
white out ) on one side of the plug to mark the neutral side ( white wire
in the outlet box )..this way things stay plugged in "right " eliminating
hot chassis, ground loops, and "turned off" radios that arent.

W6WUH

------------------------------
Message-Id: <199805252025.NAA15582@mail-gw3.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Date: Mon, 25 May 1998 13:27:17 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Lettered BAites;

The process I've come to rely on for relettering engraved panels and knobs
is to use an enamel paint (white appliance enamel comes in small cans)
because its drying time time is slower than model lacquer and the excess is
relatively easy to clean up with a paper dampened with mineral spirits. 
Use a small-tipped artists' brush that has had all but about three strands
plucked.  Using a magnifier fill in the engraving by dumping little drops
of paint in from the brush strands.  If paint blobs are hard to make small
enough thin the enamel but not too much.  You will unavoidably get some
paint overflow around the edges but don't panic.  When the engraving is
evenly filled dampen a piece of note pad paper with mineral spirits.  Pat
the dampened paper against a paper towel two remove any visible surface
liquid; this is how you wring out your "sponge".  Lay the paper against the
painted engraving and with light finger pressure from behind wipe the
excess paint away with one stroke.  Repeat the process with fresh pieces of
dampened paper until there is no evidence of paint outside of the
engraving.  Let the engraving dry laying flat for an hour or more so the
paint won't sag.  Don't touch for at least 24 hours.

Not the snappiest way to do refilling of engravings but the enamel will
hold up to the kind of abuse knobs get subjected to better than anything
else I know.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <199805252025.NAA00215@shell.wco.com>
From: "Larry" <rau@wco.com>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Re: 2 Meter Band Plan
Date: Mon, 25 May 1998 13:19:14 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

there is nothing  technically wrong with the twoer.. it is a limited range
radio.. and in that context works  just fine...the transmitter is clean
enough to be legal...and is probably miles  better than the  high level
phase noise crap being amplified and transmitted by QRO ricebox fans on HF.



there is lots of space between repeaters for simplex work... fuck 'em if
they can't take a joke...
about 90 % of the repeaters are unnecessary intrusions and frequency grabs
anyway...and with your wide receiver.. they will bother you more than you
will them .. I guarantee it.
however that might be,

 the accepted national calling frequencies for VHF AM and FM are :

am should be at 144.4 and 50.4
fm simplex at 52.525   and 146.52  

And that is where you will find foks .. if you find folks.

avoid the SSB calling freqs of   50.110,  50. 125,   50.200,  and  144.25
with am... and remember that fm isn't allowed by FCC reg in the ssb/cw sub
bands
of 6 and 2 meters.

have fun

W6WUH




------------------------------
Message-ID: <3569D546.2051F074@bw.webex.net>
Date: Mon, 25 May 1998 16:32:06 -0400
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Antenna for AN/GRR 5?
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

A. B. and the Group,

	The MS-116 screws into a hole on the top of the receiver directly above
the antenna binding post, with the 117 and 118 above.  There is also an
AB-15/GR mast base (feed through) for vehicular installation that has a
binding post on the bottom.  The new Fair Radio catalog lists the mast
sections (used) for $3.25 each and the AB-15 (used) FOR $8.00.

Hope this helps,
Al

A. B. Bonds wrote:
> 
> I have been informed that the proper antenna masts for my AN/GRR5
> (R-174) are MS116, 117 and 118.  Do I need a base of some kind?
> 
>                         73              A. B. Bonds

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Date: Mon, 25 May 1998 15:37:49 -0500 (CDT)
Message-Id: <199805252037.PAA26142@ultrac30.ionet.net>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Mike <ac5p@ionet.net>
Subject: Paddle Key Question?

Are there any paddle key collector buffs out there?  I've got a 
custom made job that I'd like to find out more about its roots.
Please reply direct only.
Tks es 73, 
Mike  ac5p

------------------------------
From: "Rhett T. George" <rtg@ee.duke.edu>
Date: Mon, 25 May 1998 16:54:38 -0400
Message-Id: <199805252054.QAA21678@dsil10.ee.duke.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: DurHamFest


 - Greetings -

Saturday's DurHamFest in North Carolina was a great social and horse-
trading success.  A half-hour storm at 1100 dampened the spirits of a 
few dealers, but overall it was a fine day.  This 'fest is held on the 
lower deck of a mall parking area.  It is outdoors, but with overhead
protection.  Since the dealers are assigned room in the parking spaces,
the aisles are among the widest in Dixie.  Just great for socializing.

At the club table an NC-300 (works on all bands and had all trim) sold
along with two BC221's and a 6 foot rack cabinet.  Maybe we shall hear
from others who had more time to cruise the tailgates.

BTW, am enjoying the reminiscing about early TV.  If anyone has mentioned 
the country of origin for the European sweep rates, I have missed it.
And, if anyone is looking for an NOS 21CO-P4 in the original Sylvania 
carton, please let me know.

73					Rhett - KE4HIH

------------------------------
Date: Mon, 25 May 1998 17:09:08 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: Antenna for AN/GRR-5
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251709_MC2-3E1B-7306@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

A.B.,

> I have been informed that the proper antenna masts for my AN/GRR5
> (R-174) are MS116, 117 and 118.  Do I need a base of some kind?

Not unless you're going to put it into a vehicle.  The little tube above
the "A" post in the upper left corner of the front panel is threaded to
accept an MS-116.  The "A" post can also be connected to a wire antenna. =

There's a hole through the case and also through the canvas cover for the=

lead-in.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Message-Id: <199805252102.RAA48690@ns4-1.CC.Lehigh.EDU>
Date: Mon, 25 May 1998 17:02:24 EDT
From: ail0@lehigh.edu (ARTHUR I. LARKY)
Subject: Re: beware of ac plug
To: Old Tube Radios <boatanchors@theporch.com>

W6WUH WRITES:
>too often even if the  3 prong plug on the radio is wired right.. some fool
>has reversed the hot and neutral when the outlet was wired up...
>
>So, it's best to check this out with a neon test light...using the ground
>as a point of reference...
>ground to neutral = no light
> ground to hot = light...
>
>when I  have two wire cords with non polarized plugs.. i put a white dot (
>white out ) on one side of the plug to mark the neutral side ( white wire
>in the outlet box )..this way things stay plugged in "right " eliminating
>hot chassis, ground loops, and "turned off" radios that arent.
>
>W6WUH
>
I had an electrician friend wire up some outlets in a string from a ground fault
interrupter outlet.  He had the wit to check them afterwards.  (There is a
plug-in device that checks proper hot and ground wiring.)  He discovered that
the hot and cold wires came into the GFI in one relative position and were
transposed when they came out!.  The left side was brass-colored (hot) and the
right shiny (cold) on one end of the GFI and was it left shiny and right brass
at the other end.  All previous models of GFI that he had used were
non-transposed.

GFIs are relatively inexpensive and well worth installing in all lines.  Much
cheaper than a funeral!

Also, watch out for those geniuses that break off the ground pin.  A local
workman got killed that way by touching the metal handle of a device and the
radiator.  It turned out that the hot line was touching the case.
Art
K3HBA

------------------------------
Date: Mon, 25 May 1998 17:09:12 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: RE: RAK/RAL THREAD
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251709_MC2-3E1B-7308@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Bill/Group,

Your exceptions are, of course, correct.  There are a few other exception=
s,
such as TBX-8, GP-7, and RL-24.  And, I forgot to mention that individual=

components for aircraft radar systems usually had 2-digit/3-letter
nomenclatures rather than 5-digit, and that the suffix number sometimes
also indicates an alternate primary supply voltage, especially in aircraf=
t
sets.

I started to write previously, but didn't, that the same general rules
apply to Signal Corps equipment and Joint equipment (AN/).  There are
exceptions here, as well.  I'm reminded of the thread here a few months a=
go
on R-274/FRR, which for a while sounded like the tale of the three blind
men and the elephant.  :-)

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Date: Mon, 25 May 1998 17:09:16 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: MZ-2, MRC-7A
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251709_MC2-3E1B-730B@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline

Paul & all,

I don't have any info on MZ-2 (hadn't known that it existed, in fact) but=

according to TM 11-487A (MIL-HDBK-161) dtd 06/11/59, the Post War TCS set=

was the AN/MRC-6,A,B, and C.  The AN/MRC-7 was based upon the SCR-508. =

Although I don't unfortunately have any of the NAVSHIPS listed in the
reference, if the mistake was in 11-487A, then it wasn't corrected in the=

1964 edition.  Assuming that 11-487A is correct, there was an article in
Army Motors a year or so ago which contained the same error.  I wrote a
letter with correcting info but never heard anything back.

Someone in Washington or Oregon was trying to do one of the sets a while
back but I forget his name.  Perhaps he'll see this and chip in.  As I
recall, he actually had a few of the pieces.

Also, there is one error in the 11-487A info.  The dynamotor for the TCS
set is listed as 21330A and 21330B.  This is incorrect.  I have some of t=
he
dynamotors NOSB and they are in fact 211330's.  The ones that I have are
211330A's.  I may also have some of the transmitter power cables, as well=
,
or at least I have these real short cables which look original.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Message-ID: <009101bd8831$a82c6a20$ef5bb5cf@wfairclo.netcom.ca>
From: "Walter Fairclough" <wfairclo@netcom.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Hallicrafters
Date: Mon, 25 May 1998 19:05:47 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Looking for a 'Reception' knob for a Hallicrafters SX-71 to complete
restoration.
--

Walter - VE3EN
wfairclo@netcom.ca

------------------------------
Date: Mon, 25 May 1998 19:16:49 -0400
Message-Id: <199805252316.TAA15122@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
Subject: Re: need capacitors

There never have been 700V electrolytic capacitors.  The chemistry
doesn't work at that voltage.  One possibililty is that they are
really oil caps, especically if that's a transmitter.  (Obvious due to
oil seals, and volumetric inefficiency.)  Or, perhaps the original
"electrolytic" was two in series internally.  That's what you can do
now, wire two in series, with proper equalizing resistors.

------------------------------
Message-ID: <3569FC4A.CF8C6612@vifp.monash.edu.au>
Date: Tue, 26 May 1998 09:18:34 +1000
From: Morris Odell <morriso@vifp.monash.edu.au>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BA sites in California
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi all,

I've spent the last few days finalizing the arrangements for a work
related trip to the US. I will be in Los Angeles from 7 to 14 June, and
then in San Francisco for a few days after that. The visit won't be all
work, and among other things I'd be grateful for any advice re any
interesting BA places to visit while I'm there. It might even be
possible to lug a piece or two back home.

It'd also be nice to meet an anchorite or two if possible :-)

73 de Morris VK3DOC

------------------------------
Message-Id: <3.0.5.32.19980525183547.008c2e90@mail1.telalink.net>
Date: Mon, 25 May 1998 18:35:47 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Tom Norris <badger@telalink.net>
Subject: SP-210LX, GRR-5 items wanted
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Another one of my periodic inobtainium lists :

Wanted --

Canvas cover for AN/GRR-5 set. Any condition, complete is better.
If in bad shape, it least gives me a pattern to sew another together.

Top cover for Hammarlund SP-210 Power Supply RA-74A* ( I think, no ID plate
on the unit -- how do I tell? ) or a good supplier of perforated metal
cheap so
I can make one of my own, though the original louvered cover is much nicer
looking.

*Question, since there is no ID plate, were all the PS's the same? This one
has
a signal corps ID stamp "order number (can't read it)-NY-41" so at least
tells me
it was a '41 contract.....


Terminal strips for power cable for Super Pro SP-210 -- the phenolic strips
for each end of the power cable for attachment between PS and RX.

Bottom cover for the SP-210LX. Yea, it is only sheet metal, and pretty easy to
make, but if anyone has one lying around and in the way.....


Thanks

Tom




------------------------------
Message-Id: <v03102803b18fa2256320@[134.53.65.12]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 25 May 1998 18:43:02 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
Subject: Help please: Invader 2000

Hi Gang,

I've been working this weekend on my Dayton-acquired Johnson Invader 2000.
I've recapped most of the electrolytics, reversed some sloppy "mods",  and
gone through a complete cleaning and alignment.  Power output in the
exciter stage ( a pair of 6146s)  is a bit low, which means I can't quite
reach the required 10mA grid current for the PL-175s. Still haven't figured
out the problem, though it may be a 3CX8 mixer tube, which is the one tube
I don't have a spare for. However the amplifier seems to work fine, except
that the PL-175s (same as 4-400A) are running hot. The screen voltage is
about 520V, and the plate voltage is about 2300V.  The resting
(zero-signal) plate current seems high, about 345 mA, which makes the
plates glow a bright oraange. That corresponds to about 800W of heat, which
seems high to me.  With drive, the tubes cool off nicely, and produce about
600W, measured on a Bird wattmeter. If anybody has got an Invader 2000, I'd
be interested in learning how hot the final tubes run, what typical output
power is, etc. Thanks.

Jim Garland W8ZR

------------------------------
Date: Mon, 25 May 1998 19:41:14 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: Copy of: MZ-2, MRC-7A
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251941_MC2-3E22-9696@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline


---------- Forwarded Message ----------

From:   ROBERT W DOWNS, WA5CAB, 103012,2130
TO:     BOATANCHORS, INTERNET:boatanchors@theporch.com
DATE:   5/25/98 3:32 PM

RE:     Copy of: MZ-2, MRC-7A

Paul & all,

I don't have any info on MZ-2 (hadn't known that it existed, in fact) but=

according to TM 11-487A (MIL-HDBK-161) dtd 06/11/59, the Post War TCS set=

was the AN/MRC-6,A,B, and C.  The AN/MRC-7 was based upon the SCR-508. =

Although I don't unfortunately have any of the NAVSHIPS listed in the
reference, if the mistake was in 11-487A, then it wasn't corrected in the=

1964 edition.  Assuming that 11-487A is correct, there was an article in
Army Motors a year or so ago which contained the same error.  I wrote a
letter with correcting info but never heard anything back.

Someone in Washington or Oregon was trying to do one of the sets a while
back but I forget his name.  Perhaps he'll see this and chip in.  As I
recall, he actually had a few of the pieces.

Also, there is one error in the 11-487A info.  The dynamotor for the TCS
set is listed as 21330A and 21330B.  This is incorrect.  I have some of t=
he
dynamotors NOSB and they are in fact 211330's.  The ones that I have are
211330A's.  I may also have some of the transmitter power cables, as well=
,
or at least I have these real short cables which look original.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Date: Mon, 25 May 1998 19:41:20 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: Copy of: Antenna for AN/GRR-5
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251941_MC2-3E22-9698@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline


---------- Forwarded Message ----------

From:   ROBERT W DOWNS, WA5CAB, 103012,2130
TO:     Old Tube Radios, INTERNET:boatanchors@theporch.com
DATE:   5/25/98 4:07 PM

RE:     Copy of: Antenna for AN/GRR-5

A.B.,

> I have been informed that the proper antenna masts for my AN/GRR5
> (R-174) are MS116, 117 and 118.  Do I need a base of some kind?

Not unless you're going to put it into a vehicle.  The little tube above
the "A" post in the upper left corner of the front panel is threaded to
accept an MS-116.  The "A" post can also be connected to a wire antenna. =

There's a hole through the case and also through the canvas cover for the=

lead-in.

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Date: Mon, 25 May 1998 19:41:17 -0400
From: "ROBERT W DOWNS, WA5CAB" <RWDowns_WA5CAB@compuserve.com>
Subject: Copy of: RE: RAK/RAL THREAD
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199805251941_MC2-3E22-9697@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain; charset=ISO-8859-1
Content-Disposition: inline


---------- Forwarded Message ----------

From:   ROBERT W DOWNS, WA5CAB, 103012,2130
TO:     Old Tube Radios, INTERNET:boatanchors@theporch.com
DATE:   5/25/98 3:59 PM

RE:     Copy of: RE: RAK/RAL THREAD

Bill/Group,

Your exceptions are, of course, correct.  There are a few other exception=
s,
such as TBX-8, GP-7, and RL-24.  And, I forgot to mention that individual=

components for aircraft radar systems usually had 2-digit/3-letter
nomenclatures rather than 5-digit, and that the suffix number sometimes
also indicates an alternate primary supply voltage, especially in aircraf=
t
sets.

I started to write previously, but didn't, that the same general rules
apply to Signal Corps equipment and Joint equipment (AN/).  There are
exceptions here, as well.  I'm reminded of the thread here a few months a=
go
on R-274/FRR, which for a while sounded like the tale of the three blind
men and the elephant.  :-)

73, Robert W. Downs, WA5CAB
RWDowns_WA5CAB@compuserve.com
Houston, TX

------------------------------
Date: Mon, 25 May 1998 19:43:58 -0400 (EDT)
Message-Id: <199805252343.TAA14142@smtp13.bellglobal.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Andre Guibert <aguibert@sympatico.ca>
Subject: Marconi CH25(Lon)


        Bonsoir Lon
        Sorry for the bandwith.
        Lon could you get in touch with me, have only your
        first name.

        Andre
        

------------------------------
Date: Mon, 25 May 1998 20:12:09 -0400 (EDT)
From: Sandra L Knepper <slkst29+@pitt.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Sale
Message-ID: <Pine.GSO.3.96L.980525195912.7198C-100000@unixs2.cis.pitt.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


I have, with some reluctance decided to sell off part of my collection of
vintage radio equipment that I have had for some years.  The equipment is
in excellent condition.  Pickup only.  I will give first
consideration to someone who wants the entire collection. Anyone
who has been to my home knows the quality of this collection.

SX-100
SX-101 Mark II - 160 meter model
HT-33B
NC-303 with speaker and VHF converters
NCL-2000
NCX-5 speaker
HR0-60 with matching speaker, professionally repainted (clear coated)
HR0-5 with matching speaker and complete coil set (Low frequency/HF)
Johnson Mobile transmitter
RME 45B
SR-2000 with matching power supply
Johnson Viking Ranger I and II (new front panels on both units)

Dave, W3ST
Publisher of the Collins Journal

------------------------------
Message-ID: <356A1C08.5E1AC284@sprynet.com>
Date: Mon, 25 May 1998 19:34:01 -0600
From: Steve Lords <sklords@sprynet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
Subject: Re: need capacitors
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

John
i operated on the cap and yes it is 2 caps in series...
the place on the outer jacket that i thought was a spot where
the cap had ruptured,was just a place where somebody had laid
a soldering iron.so i can slip the wrapper back on and use it....
thanks
steve
wa7isl :-)

John Shriver wrote:

> There never have been 700V electrolytic capacitors.  The chemistry
> doesn't work at that voltage.  One possibililty is that they are
> really oil caps, especically if that's a transmitter.  (Obvious due to
> oil seals, and volumetric inefficiency.)  Or, perhaps the original
> "electrolytic" was two in series internally.  That's what you can do
> now, wire two in series, with proper equalizing resistors.


------------------------------
Message-ID: <356A1ED6.1BB6@foothill.net>
Date: Mon, 25 May 1998 18:45:58 -0700
From: Eugene Rippen <soundval@foothill.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Engraved Letters Paint Filler
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

All these suggestions about re-lettering engraved panels
sounds great, when you have a panel with original, or
at least sharp engravings.
I have an HRO-50 that was repainted.  The paint was put
on thick enough to really well round the engravings. the
system of merely spreading some filler paint over the
engraving spaces will not work.
Any suggestions, other than stripping it and painting it
again?

Gene

------------------------------
From: MNHopkins <MNHopkins@aol.com>
Message-ID: <e00c4914.356a2199@aol.com>
Date: Mon, 25 May 1998 21:57:43 EDT
To: Old Tube Radios <boatanchors@theporch.com>
Cc: kevin.reeves@juno.com
Mime-Version: 1.0
Subject: A Hallicrafters SR-46A
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7bit

This device followed me home from Dayton and from the Sherer review in CQ I
learn that the 18.5mc xtal is to hetrodyne the first IF around 20mc to 1650kc.
The "a" designation means it has a squelch added to the high left of the
panel.

All in all this is a clean old rig with a sticking vernier dial that will
probably fix with lighter fluid and then go on short term loan to AA5ZD my
partner in the 50.063 Dallas beacon.  But it will be back soon as 'ZD tires of
things quickly.

>From the Bird Wattmeter of Dennis, W5FRS, we learn it has 4.5 W output of
clean sounding AM, but without a diagram or manual I cannot judge if that is
low or not.  Thus I would engage in a conversation with those who have
expertise in this rig in hope of hearing ancedotes form my 6M Hx project and,
of course, securing some literature.

Meanwhile, a Clegg 99er just arrived and it is easy to find literature on:
The Six Meter World Wide Club, www.6mt.com, keeps a set of Clegg (and Swan)
manuals on line.  Finally, on the back burner and wating for me when I develop
the character to return to it is a genuine WRL TC-6 "Tomcat Six," aka
"Techceiver" with a troublesome 12AX7.  Come to think of it, the whole rig
must have been troublesome with its one tube CB TX. -- shame on you Leo and
Al.  Sunspots bring out 6M gear, for good or ill.

73 de ab5L, michael in dallas, student of Tecraft and International (ICM) ham
products and mementoes of Six Meters' Golden Age: 1957-58
Michael Hopkins
Box 226841
Dallas, TX  75222    MNHopkins@AOL.com

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 25 May 1998 21:05:21 -0500
Subject: ID Speaker in ER
Message-ID: <19980525.210525.9638.0.kb5wwo@juno.com>
From: kb5wwo@juno.com (George T Folse)

All,
  Can anyone ID the speaker in this months ER? It is on page 31,bottom
right corner of the photo.
Thanks,

George Folse III KB5WWO kb5wwo@juno.com   or  kb5wwo@bellsouth.net
630 Dolhonde St.
Gretna,La. 70053
504-362-1896 ph/fax
Collector of Johnson,Heath,& Atwater Kent  AMI#937

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Date: Mon, 25 May 1998 19:05:39 -0700 (PDT)
Message-Id: <2.2.16.19980525190311.3c7f84b6@pop.igc.org>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Dick Dillman <ddillman@igc.apc.org>
Subject: Capacitor Markings


Greetings, folks.  I need some very basic advice about markings on Orange
Drop capacitors.

The AR-88LF on which I'm working has, for example, numerous bypass
capacitors with a value shown in the parts list at 4700mmf.  And indeed the
offending units are marked "4700".

If I have it right mmf. = pf. so one could also say that the capacitors have
a value of 4700pf.

AES lists its capacitors mostly in mf.  If I'm right that converting pf. to
mf. requires that the decimal be moved six places to the left then we could
also say that the capacitor has a value of .0047mf.  Thus I ordered several
.0047mf. Orange Drop capacitors from AES along with other values as well.

The .0047mf. 715P Orange Drops are marked 472J.  This seems to imply that
the 2 in means that two zeros should be placed to the left of the 47.  This
also seems to be the case with .001 capacitors that are marked 102J.
However some .02mf capacitors are marked 203K.  Adding three zeros to the
left of 20 in this case does not produce the correct value.

All this is my typically long winded way of asking: what's the correct way
to read the value of Orange Drop capacitors?

Thanks,

Dick


                                     Dick Dillman
                                <ddillman@igc.apc.org>
                                    WPE2VT  W6AWO
                              Collector Of Heavy Metal:
                        Harleys, Willys and Radios Over 100lbs.

                         
                      

------------------------------
Date: Mon, 25 May 1998 22:19:11 -0400 (EDT)
From: William Donzelli <william@ans.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Scrapping some Navy stuff
Message-Id: <Pine.GSO.3.96.980525221839.4348E-100000@titan.purch.ans.net>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

I have some interesting little subassemblies from some sort of Navy sonar
sets that have gotten in my way once to often, so they are going to get
scrapped out. But before I do, I must ask (guilt clearing), does anyone
need a Navy Model CAN-23371 Electronic Keying Unit (minus a
transformer and capacitors)? 

I am going to keep one of the things as is, just in case I run into the
driver that needs one of these things!

William Donzelli
william@ans.net

------------------------------
From: rlahlum@juno.com
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Wtd: Knight R55 Manual
Message-ID: <19980525.195329.20807.0.rlahlum@juno.com>
Date: Mon, 25 May 1998 22:24:26 EDT

Hello, BA Fans,

Anybody got a manual & schematic for a Knight R55 receiver?
Will gladly pay costs for a copy.

Thanks & good to be back,

Ross KB9JJR
rlahlum@juno.com
Mt. Prospect, IL

_____________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com
Or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Message-ID: <356A1A3D.472ADF54@olywa.net>
Date: Mon, 25 May 1998 18:26:21 -0700
From: Ethan <ethan@olywa.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Capacitor Markings
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Dick Dillman wrote:
<snip>
> The .0047mf. 715P Orange Drops are marked 472J.  This seems to imply that
> the 2 in means that two zeros should be placed to the left of the 47.  This
> also seems to be the case with .001 capacitors that are marked 102J.
> However some .02mf capacitors are marked 203K.  Adding three zeros to the
> left of 20 in this case does not produce the correct value.
<snip>

I think that format is xyz, where
x = 1st sig. fig.
y = 2nd sig. fig.
z = power of 10 to multiply xy by.

Thus, 472 becomes 47 x 10^2, or 4700, and assuming units of pf, =
.0047uf.
Similarly, 203 becomes 20 x 10^3 = 20000pf = .02uf.

Can't recall if letter suffix is tolerance or V rating....

Ethan

------------------------------

End of BOATANCHORS Digest 2067
******************************


